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COM Express® Type 6 Carrier Board

Features

+ 125x95 mm
+ COM Express® Basic Type 6 Carrier Board
« Wide Range Operating Temp.: -40 ~ 85°C

Express

110
Super 10 Chipset

Serial Port

Keyboard & Mouse

Fintek F81866

3 x RS-232
1 x RS-232/422/485 selectable

6-pin wafer connector for PS/2 keyboard/ mouse
via Y-cable

- All specifications are subject to change without notice.

Mechanical & Environmental

Power Requirement
Power Consumption
Operating Temp.
Operating Humidity

DC 12V

2.82A@12V with EmETXe-i87M0-4402 (Typical)
-40 ~ 85°C (-40 ~ 185°F)

10 ~ 95% @ 85°C (non-condensing)

o USB 2.0 2 x USB 2.0 ports Dimensions 125 x 95 mm (4.9” x 3.6")
= USB 3.0 2 x USB 3.0 ports (L x W)
-8 = - i Dimensions
b Expansion 1 x Mini-Card Socket, PCI/104
c Storage 1 x SATA connector
o 9 1 x mSATA socket 80.69
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Q . 1 x by CPU module 9.67
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Block Diagram

Ordering Information

PBC-900J

Optional Accessories

CBK-13-900J-00

PWR1
8 +12V DC-IN
S
[$]
2
S DDI (DP) DDI1
o DDI connector
1 x PCle x1, 1 x USB 2.0 MC?
Half size
Mini-C
Dual Channel 24-bit LVDS LVDS1
ACES,87209-304*-06
Analog R.G.B VGA1
2x5 lockable BHs
1xPClex1| ™ ;(é?zoog)%(lau 4 x PCIl masters PC104P1
e to PCI/104 slot
Bridge
1 x PClex1] GbE Controller GbE LAN2
Intel i210AT 2x5 lockable BHs
GbE LAN1
2x5 lockable BHs
?; HD Link Realtek  |MIC/ Line-in/ Line-out AUDIO1
5 ALC662 2x5 BHs
[$]
£ | 2x USB 2.0/3.0 ports USB1
<} 2x10 BHs
o
2 x USB 2.0 ports usB2

SMBus Fintek
F75111

16-bit DIO

2x5 lockable BHs

DIO1~DIO2

LPC I/F Fintek

COM1 ~ COM4

2x5 lockable BHs
COM1 ~ COM4

PS/2 KB/MS

2x5 lockable BHs

KBM1

F81866

LPT

1x6 wafer

LPT1

SATA O

2x13 BHs

SATA1

SATA1
SATA Connector

[ mSATAT ]

Full size

Mini-Card socket

COM Express® Basic Type 6 carrier board

Cable kit

1 x SATA cable

1 x SATA Power cable
4 x COM cables

1 x PS/2 KB/MS cable
1 x USB 2.0 cable

1 x AUDIO cable

1 x USB 3.0 cable

1 x VGA cable

2 x LAN cables
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